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• For safety reasons, minors are not allowed to work with the trimmer, except 
persons over 16 years of age who are trained under supervision. 

• Operate the trimmer in good physical and mental condition. Do not use the device 
in an ill or tired state or under the influence of any substances or medical 
preparations that may affect vision, physical or mental condition. 

 

• Work only during daytime or with good artificial light.  
 

• Do not start working without preparing the work area. Carefully inspect the area of 
the proposed mowing, remove foreign objects that may be thrown away by the 
cutting unit or may be attached to it.  
 

• It is not recommended to work with a trimmer alone. Make sure that when you are 
working within hearing distance of another person in case you need help.  
 

• Unauthorised people, children and animals should be kept at a safe distance 
outside the work area. Do not allow others to come closer than 15m from a working 
device. People at risk (near the work area) should wear safety glasses.  
 

• Check the trimmer before operating to ensure that all the handles, mounts and 
guards are in place and good condition. 

• Work in tight and durable clothing that can protect any solid objects in the case of 
a cutting node. Do not wear excessively wide clothing and jewellery, as they may 
fall into the moving parts of the device. Wear sturdy protective gloves. Gloves not 
only protect your hands from damage but also reduce the transmission of vibration 
to your hands. Prolonged exposure to vibration may cause numbness of the fingers 
and other conditions. 

• Wear sturdy and reasonably tall shoes with non-slip soles for greater stability. To 
avoid injuries with the possible discarding of foreign objects by the cutting unit, do 
not work with the device barefoot or in open shoes. 

 

• To avoid damage to your hearing, it is recommended to use ear protectors or 
earplugs while working with the trimmer.  
 

         SAFETY & WARNINGS 

WARNING: Do not work with a trimmer under the influence of alcohol 
or drugs or after using strong medicines. 

 

WARNING: Always use protective glasses or gloves when working. It is 
highly probable that solid objects or fragments of mowed stiff 
vegetation are dropped into the face and eyes. 

 



• Perform tank refuelling outdoors on the ground. Close the fuel cap tightly. Do not 
refuel indoors.  
 

• Fuel is highly flammable and explosive. Do not smoke, do not allow the presence 
of sparks and flames in the fuel storage area and when the engine fuelling. Do not 
refuel a hot engine. Shut off the engine before refuelling and make sure that it is 
cold. The fuel tank may be under pressure. Carefully loosen the fuel cap first to 
release any possible pressure and then remove it. 
 

• Do not work with the trimmer if fuel was spilled during refuelling. Before starting, 
carefully wipe the surface of the engine from accidentally spilled fuel and wait until 
the remaining fuel evaporates. If fuel has been spilled, move the trimmer at least 
three meters from the place of refuelling before starting the engine. Do not start 
the engine if there is a smell of fuel. 
 

• Do not store the unit with fuel in the tank. Fuel leakage may cause a fire. Avoid 
contact with fuel. Irritations of the skin, the mucous membrane of the eyes, upper 
respiratory tract or allergic reactions are possible with individual intolerance. 
Frequent contact with fuel can lead to acute inflammation and chronic eczema. 
Never start the engine indoors or in poorly ventilated areas. Never inhale exhaust 
fumes. Exhaust gases contain carbon monoxide, which is colourless and odourless 
and is very poisonous. Carbon monoxide in the respiratory system can cause loss 
of consciousness or death. Do not start the engine if a malfunction of the ignition 
system causes breakdown and sparking.  
 

• Before starting the engine, make sure that the working bodies of the trimmer are 
not in contact with foreign objects. Keep your hands and feet away from the 
trimmer during engine start and operation. When working, always stand firm on 
the ground, do not lose balance.  
 

• Hold the trimmer with two hands; never attempt to work with one hand. Always 
keep the working handles so that your fingers form a ring. Never work without the 
protective cover of the trim coil. 
 

• Do not lift the cutter above the knee level, as objects being thrown may fall into 
the face or eyes. 
 

• Take special care when changing direction, and when working in cramped 
conditions (confined space). When working, approach the obstacle closely, but 
never direct the cutting device inside or through the barrier. Hitting a trimmer cord 
in a wire fence or a nylon mesh fence can cause pieces of wire, nets, and trimmer 
cord to be dropped at high speeds in different directions.  
 

• Do not touch the hot muffler and the cooling fins of the engine cylinder, as this can 
cause serious burns. Do not work with the trimmer if the cylinder fins and muffler 
are dirty. 
 

• All maintenance and repair work should be carried out with the engine off. 

• Keep the cutting device clean. Remove wound grass, branches, and foreign 
objects from the trim coil and the trimmer gearbox. 

• Turn off the trimmer immediately if abnormal vibration and/or noise occur. This 
can be the result of serious damage to parts or components of the device, such as 
a flywheel, a clutch, a cutting device, or a failure to correctly attach parts. Do not 
make changes to the design of the device.  



Transporting 
 

The device can be transported by any type of closed transport in the original packaging or 
without it, with the protection of the product from mechanical damage, precipitation, and 
exposure to chemically active substances. During loading and unloading operations, the 
device should not be exposed to shocks, falls and atmospheric precipitation. 

Always ensure that the transport conditions include: 

 

• Ambient air temperature from - 40 to + 40°C. 

• Relative air humidity not more than 80% at 20°C. 

  

When carrying the trimmer for short distances (when moving from one job to another) it is 
recommended to stop the engine. Carry the trimmer on a belt, holding the handles. Avoid 
contact with the muffler (there is a risk of burns) and combustible substances (risk of fire). 

 

Usage 
 

The petrol trimmer is used for cutting grass and small shrubs, and for operation under 5 to 
35°C ambient temperature.  

 

Using the trimmer for any other purpose and other than the above operating conditions 
constitutes a violation of the conditions of safe operation. 

To avoid injury to the user, damage to property or damage to equipment, do not use a 
trimmer for: 

 

• Cleaning the garden paths from debris, 

• Chopping compost and cutting tree and shrub residues, 

• Alignment of soil irregularities, cutting of hummocks on the surface of the earth, 

• Drive for another working device, 

• Driving various vehicles, including floating ones. 

  

WARNING: The device is not intended for professional (commercial) use. 

 



 

 

 

 

 
 

1 Starter handle 14 Throttle trigger 

2 Starter 15 Throttle lock 

3 Throttle valve control lever 16 Throttle lever 

4 Plug cables 17 Pipe and engine connection 

5 Fuel tank 18 Coil with nylon thread 

6 Exhaust pipe 19 Lower gearbox 

7 Grip 20 Protective cover 

8 Engine casing 21 3T blade 

9 Chainsaw 22 Double shoulder belt 

10 Lower handle attachment 23 Mounting plate for the protective cover 

11 Shoulder strap ring 24 Blade guard 

12 Upper handle attachment 25 Hedge cutter 

13 Power switch   

        OVERVIEW 



Chainsaw 
 

 
 

1 Tire 5 Gear housing 

2 Chain 6 Bar cover 

3 Oil tank 7 Rod 

4 Oil cap  

 

  



Hedge cutter 
 

 
 

1 Blade covers 4 Handle 

2 Blades 5 Latch lock 

3 Gear housing 6 Rod 

 

 

  



 

 

 

 

Handle installation 
 

1. Place the device on a flat, hard, and clean surface. Unscrew the mounting collar 
using a wrench. Place the handle over the bar and secure it with the mounting 
clamp (Fig. 2). Tighten the screws. 

 

 
 

 

2. Install the shoulder strap by inserting the hook into the clip (Fig. 3). Adjust the strap 
to the desired length. 

 

 
  

        INSTALLATION 

Screws 

Mounting plate Pipe 

Shaft 
Mounting plate 

Fig. 3 

Fig. 2 



3. Install the protective cover on the bar, inserting it between the bracket and the 
housing as shown below and fix it with four screws (Fig. 4). 

 

 
 

 

4. Connect top and bottom so that the bottom spring button fits into the hole in the 
top bar. If necessary, turn the coil shaft so that the drive shaft located at the 
bottom of the rod engages with the counterpart at the top. Secure the connection 
with the clamping screw of the rod. 

5. Install the rod assembly to the engine using four screws (Fig. 5). 

 

 
 

  

Nut 

Washer 

Mounting cup 

Fig. 5 

Fig. 4 



Trimmer coil installation 

 

1. Align the holes in the gearbox cup with those on the flange washer. Insert the 
metal locking pin or hex key from the delivery set into the holes of the gearbox cup 
and the flange washer. Rotating the nut clockwise, remove it, as well as the cup 
and washer from the gear spindle (Fig. 5). 

2. With the rod or hex key threaded through the holes (2 and 3) on the gearbox and 
flange washer, spin the spool with the line counter-clockwise until it stops (Fig 6). 
 

 
 

Cutting blade installation 
 

1. Align the hole of the flange washer with the hole of the gear cup (Fig. 7). Insert the 
metal locking rod into the hole of the gear cup and the hole of the flange washer. 

2. Unscrew the fastening nut from the trimmer shaft clockwise. Remove the cup from 
the shaft, leaving the flange washer. 

3. Place the cutting blade on the flange washer. Make sure that the cutting blade is 
correctly centred and lies on the groove of the washer. 

4. Install the clamping washer. Attach the mounting cup to the shaft. 

5. Fit the nut onto the shaft and check that the blade is installed correctly. While 
holding the locking rod with one hand, tighten the nut securely with a hex key, 
turning it counter-clockwise (Fig. 7). 
 

 
Fig. 7 

Fig. 6 
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Place the brush cutter on a flat, stable surface with the engine off on the fuel tank cap. 
Make sure the brush cutter cover is in place. 

 

1. With your right hand, grab the handle located directly behind the handle-
protection. With your left hand, take the adjusting lever on the cutting unit. (Fig. 8). 

2. Press the release button after pressing the latch lock button (Fig. 9). 

3. While holding the latch, rotate the cutting unit with the adjustment lever (1) until it 
straightens (Fig 26). 

 

 
1 Adjusting lever 

 

 
1 Unlocking latch 

2 Latch lock 

WARNING: If the cutting blade is not aligned correctly, strong 
vibrations may occur during operation and the blade may come loose, 
causing injury to the operator or any third party. 

Fig. 8 

Fig. 9 



 
1 Adjusting lever 

 

Different cutting angles 

 

The cutting blade can be adjusted on 12 positions from 120° to 270° (Fig. 11). Always check 
the latch lock after each adjustment. 

 

 
 

1 Gear case rotated to the storage/transportation position 

 

  

Fig. 10 

270 

120 
Fig. 11 Fig. 12 

WARNING: Do not touch the blades while the engine is running. Blade 
movement is possible even when idle. 



 

 

 

 

Head installation 
 

To install the head, connect the upper and lower parts of the rod by turning it so that the 
spring button of the lower part fits into the hole of the coupling of the upper part of the rod. 
If necessary, rotate the spool shaft so that the drive shaft located in the lower part of the rod 
engages with the accompanying slot in the upper part. Secure the connection with the rod 
tightening screw. 

 

Chain installation 

 

To increase the life of the chain, it is recommended to soak it in oil overnight. 

 

1. Using a hex key, remove the gear housing cover nut (Turn the key counter-
clockwise to remove) and remove the gear (Fig. 13). 

 

2. Place the tire over the adjustment studs on the assembled cutting head. (Fig. 14). 

3. Install a chain loop over the drive links in the groove of the tire and then align the 
chain over the drive gear. Make sure the teeth are pointing correctly, (Fig. 15). 

4. Install the gear housing to the shaft. Tight the sprocket cover nut. 

 

 

 

               ASSEMBLY 

WARNING: Never install, replace, or adjust the circuit while the engine 
is running. It is recommended to wear gloves when working with a 
chainsaw to protect your hands. 

WARNING: Align the chain tension pin before use. Failure to do so 
may cause damage. 

WARNING: Never use a chainsaw without the gear housing installed. 
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Fig. 13 

 

Fig. 14 

 



Chain tension adjustment 

 

The correct chain tension is extremely important, and it must be checked both before 
starting work and periodically during operation. Take the time to adjust the chain, as this will 
increase the performance of the saw and extend its service life. 

 

The gear, tire, chain, and crankshaft wear out much faster if the chain is excessively sagging 
or too tight. View Fig. 16, which shows the correct tension for the cold chain (A), warm chain 
(B) and the chain whose tension you need to adjust (C). 
 

 
 

Loosen the nuts securing the tire (protective cover together with the brake flap); turn the 
adjusting screw (1) clockwise to tighten the chain. To decrease the chain tension, turn the 
adjusting screw (1) counter-clockwise. Make sure that the chain is located on the entire 
periphery of the tire. (Fig.17) 

 

 

Fig. 16 

 

WARNING: Always wear protective gloves when working with the chain. 

WARNING: The new chain will sag quickly and requires tension after 
5-8 cuttings. Over time, the interval between tensioning increases. 

Fig. 17 

 WARNING: If the chain moves along the tire with difficulty or stops, it 
means that it is over tightened. Tension should be loosened. 



Refilling the oil tank: 

 

1. Be sure to clean the surface around the oil tank cap for not getting dirt inside. 

2. Unscrew the oil tank cap and fill the chainsaw oil (tank capacity 200ml). 

3. Screw on the oil tank cap. 

4. Before start working, check the oil supply: turn on the pruning shears and hold 
them over a control place. Inadequate lubrication results in a white mark from 
droplets of discharged oil. 

 

 

Proper lubrication is necessary to reduce chain friction with the tire. The lack of lubrication of 
the trimmer reduces productivity and reduces service life, causing rapid wear on the chain 
and tire due to overheating. This trimmer is equipped with an automatic lubrication system 
that provides the necessary amount of lubricant to the tire and chain. With increasing 
engine speed, the oil supply to the tire also increases. 

 

Working techniques 
 

To avoid rupture of the bark and pinching of the tire when trimming thick branches, always 
start by making a lightweight cut (1) on the underside. To do this, use a cutting edge and 
pull it tangentially through the bottom of the branch. Then make a cross-section. 
Facilitated incision. (Fig. 18) 

 

 
 

If the branch diameter is more than 10cm, undercut firstly, (3) and cross-section in of total 
cutting. Then cut to the end (4). Flat cutting of thick branches. (Fig. 18) 

 

  

Fig. 18 

 

Fig. 19 

 

WARNING: Always check the oil level. Never operate the trimmer with 
a lack of oil for chain lubrication. 



Brush cutter installation 
 

1. Make sure that the cutting insert is locked in the storage/transport position (tilted 
back) and that the guard is mounted on the cutting inserts. 

2. Connect the upper and lower part of the rod by turning it so that the spring button 
of the lower part fits into the hole of the coupling in the upper part of the rod. 

3. Use a screwdriver to make sure all screws are tightened correctly. 

 

 
 

1 Blade cover (must be in place) 

2 Tighten the screws (if necessary) 

 

  

Fig. 20 

 



 

 

 

 

Fuel mixture preparation 
 

For the preparation of the fuel mixture, petrol with an octane rating of no less than 92, and 
special oil for two-stroke air-cooled engines shall be used. The recommended proportional 
ratio of the petrol and fuel oil is 40:1, unless otherwise indicated on the label of the oil used. 

Never use oil designed for 2-stroke water-cooled engines (boat motors). 

Never use oil for 4-stroke engines. This can lead to the formation of carbon deposits on the 
spark plug, contamination of the exhaust pipe outlet or damage to the piston rings. 

For the preparation of the fuel mixture is recommended to use the capacity of the dispenser 
supplied. 

 

1. Pour half of the petrol prepared for operation into the container. 

2. Add the required amount of engine oil. 

3. Close the tank lid tightly. 

4. Stir the fuel mixture thoroughly in the container. 

5. Slowly open the tank lid to release air and then add the remaining petrol. 

6. Close the container and shake well again. 

 

 

        OPERATION 

WARNING: To prepare and store the fuel mixture, use special tanks 
for petrol. Do not use food plastic containers. Never prepare the fuel 
mixture directly in the fuel tank. 

WARNING: To prepare the fuel mixture, use fresh high-quality petrol. 
Carefully maintain the petrol/oil ratio. Never use clean petrol to refuel a 
trimmer engine. 

WARNING: Perform all work on the fuel outdoors or in a well-
ventilated area, away from sources of ignition. 

WARNING: Ready-to-use fuel mixture is recommended for use within 
30 days. During long-term storage, the fuel mixture oxidises, becomes 
non-uniform and unsuitable for use. 



Cold start 

 

1. Fill the fuel mixture in the tank: 

• Stop the engine and allow it to cool completely before refuelling. 

• Fill the fuel tank in the open air in a well-ventilated area, away from sources of 
possible ignition. 

• Clean debris near fuel cap. 

• Slowly unscrew the fuel cap. 

• Carefully fill the fuel mixture. 

• Do not completely fill the fuel tank; there must be room for fuel expansion. 

• Screw the fuel cap on tight. Before starting, wipe the fuel tank dry of any 
spilled fuel. 

 

2. Before starting the engine, make sure that: 

• The engine does not leak fuel. 

• All fasteners are securely attached. 

• The trim head or blade properly installed and secured. 

• The protective cover is properly installed and securely fastened. 

• The working handles are adjusted and securely fastened. 

• The shoulder strap is properly installed and adjusted. Before starting work, it is 
advisable to put on a belt and hang a trimmer on it without starting the 
engine. This will allow you to easily adjust the belt in shape and height, adjust 
the position of the cutting device relative to the ground surface. 

  

WARNING: Before starting the engine, make sure that the working 
part of the trimmer does not touch foreign objects. 

WARNING: Hold the trimmer firmly so as not to lose control during 
starting. Do not run the trimmer in the air or with a belt. If you lose 
control, the device may strike your leg or an obstacle. 



3. Press the primer located between the air filter and the fuel tank five or seven times 
to fill the carburettor with the fuel mixture, (Fig. 8). In this case, the pumped fuel 
mixture should be seen through the transparent button cap. If the fuel mixture 
does not fill the cap, press the primer several more times. 

 

 
 

4. Move the choke lever to the top position -1 /1 "Closed" (Fig. 9). 

 

 
 

  

Fig. 8 

Fig. 9 



5. Turn the ignition switch, located on the control handle, to the on/1 position. 
Pressing the fuse lever, push the throttle lever (throttle lever) and lock it in the 
depressed state using the lock (Fig. 10). 

 

 
 

 

6. Holding the trimmer, gently pull the starter handle until it engages in the starter 
mechanism. Then vigorously pull the cord 50-60cm (Fig. 11). To avoid damage to 
the starter case, do not drop the starter handle, gently return it to its original 
position. Repeat these steps 3-5 times before the first flash of fuel in the engine. In 
this case, the engine should not start. 

 

 
 
 

7. Move the choke lever (Fig. 9) to the middle position. 

8. Gently pull the starter handle until it snaps into the mechanism and vigorously pull 
the cord another 50-60cm. To avoid damage to the starter case, do not throw the 
starter handle; gently return it to its original position. Repeat these steps 2-3 times 
and the engine should start. 

9. Immediately after starting the engine, slightly push the throttle control lever and 
release it. The engine should go to idle mode. Move the air flap control lever to the 
lower position (open). 

  

Fig. 11 

Fig. 10 
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10. Warm up the engine for 30-60 seconds and start work. 

If the engine does not start, it is possible that you missed the first flash and the 
spark plug was flooded with fuel. In this case, you must perform the following 
steps: 

• Set the ignition switch to OFF/0/Stop.  

• Remove the cap from the spark plug by pulling it towards you along the 
axis of the spark plug. Remove and dry the spark plug. 

• While pressing the gas trigger, pull the starter handle a few times to 
ventilate the engine and remove excess fuel from it. Reinstall the spark 
plug. 

• Without closing the air damper, repeat the start-up procedure. 

 

Warm start 
 

When starting a warmed-up engine, as a rule, no fuel pumping is required. The start-up is 
carried out as follows: 

 

1. Turn on the ignition using the switch located on the control handle (Fig. 10). 

2. Pressing the safety lever, push the throttle lever and lock it in the depressed state 
with the latch (Fig. 10). 

3. Gently pull the starter handle until it snaps into the mechanism and vigorously pull 
the cord another 50-60cm. To avoid damaging the starter case, do not throw the 
starter handle; gently return it to its original position. Repeat these steps 2-3 times, 
the engine should start. 

4. Immediately after starting the engine, lightly press the throttle control lever and 
release it. The engine should go to idle mode. 

 

Engine stop 
 

To stop the engine, release the gas trigger, put the engine at idle and let it run for 15-20 
seconds. Then turn the ignition switch to the stop position. 

 

  

WARNING: Idle mode is necessary to reduce the temperature inside 
the engine. Immediately stopping the engine can lead to a sharp rise in 
the temperature inside the engine and its failure. 



Work rules 

 
Do not use a trimmer without a properly installed guard. During operation, monitor the 
health and sharpness of the cord trimming blade. With the cover removed or defective, you 
will not be able to control the length of the trimmer reel cord or the load on the motor and 
driveshaft. 

 

 
 

Main types of work 

 

The main types of trimmer work are cutting, mowing, removing vegetation cover and 
treating the lawn border. 

 

 
 
  

Note: 
Use the cyclic mode when mowing: 1 minute in full gas mode, then 5-10 seconds idling 
mode. 

 

Fig. 13 

WARNING: All trimmer work should be done in full gas mode. 

WARNING: Idle mode is necessary to reduce the temperature inside 
the engine. Long continuous operation of the engine at full RPM can 
lead to overheating of the engine and its failure. 



Trimming 
 

With this type of work, the grass is selectively mowed in a small area by moving the trimmer 
in a straight line. Move the trimmer carefully to the place to be cut (Fig. 12 a). Tilt the head a 
little to the side so that the waste does not fly in your direction. If you are close to the barrier 
(fence, tree, wall), approach it at an angle so that the waste does not ricochet in your 
direction. Be especially careful near a wire or wire fence. Place the trimmer reel so that the 
ends of the cord are close to the base of the weed (if you lift the cord higher, the stem will 
swing and wind onto the reel axis). Use a cutting device to remove the stems successively, if 
necessary. 

 
Mowing 

 

Grass mowing in large areas occurs by moving the trimmer in an arc (Fig. 12 b). Move easily 
and smoothly; do not make sudden movements. Tilt the head in such a way that the 
discarded waste is directed away from you as the trimmer moves. Move trimmer in an arc 
parallel to the ground to mow grass and then return to the original position without mowing. 
If you are well protected and not worried about the waste thrown in your direction, then you 
can mow in both directions. 

 

Bordering 
 

When vegetation is removed after work, the bare ground remains, 

Border processing is cutting the grass when forming the borders of a lawn or in places where 
it has grown along a sidewalk or road (Fig. 12 d). In both cases, tilt the trimmer reel at a 
steep angle to prevent dirt and stones from falling into you. Choose the angles that suit your 
size and working situation. For most types of trimming, the trimmer coil should be tilted so 
that the cord ends are in contact with the surface from the side where the coil moves away 
from you (Fig. 13). 

 

 
 

  

Fig. 13 
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Trimmer coil use 
 

The trimmer should move parallel to the ground. When mowing high and/or soft 
vegetation, make sure that the mowed grass does not wind on the trimmer reel axle. This 
complicates the rotation of the drive shaft and increases the load on the engine. Grass 
spooled on the axle can lead to heating and melting of the coil, breakage of the driveshaft, 
overheating of the engine and its failure. 

During operation, it is recommended to keep the trimmer in front of you, tilting so that the 
lower part of the coil does not touch the ground and the tip of the cord is at the desired 
cutting height. The trimmer should be kept in such a way that cutting grass occurs in the 
direction away from the operator. 

When processing areas adjacent to fences, fences, stone walls and foundations, the 
trimmer should be moved slowly, trying to cut the grass as close as possible to the barrier, 
without touching it. Otherwise, the cord may be wrapped around the barrier and cut off with 
the release of cord fragments in an arbitrary direction, which may result in injury. 

When working around trees, the trimmer should be moved slowly and carefully, so that the 
cord does not touch the tree trunks and does not damage them. Trees when mowing grass 
go around from left to right. 

 

After work, clean the trimmer from the remnants of the mowed grass; especially taking care 
to clean wound grass from the coil axle. When cleaning the axle in some cases it is required 
to remove the head. Note that the axis has a left-hand thread and, when removing the coil, 
it must be rotated clockwise, locking the axis, as indicated in the “Trimmer coil installation” 
section of this manual above. 

The trimmer is equipped with a semi-automatic coil. To release the cord from the trimmer 
coil, without reducing the engine speed, hit the coil button (located in its lower part) lightly 
on the ground. Under the action of centrifugal forces, the cord will be lengthened; the 
excess parts will be trimmed with a blade located in the casing apron. 

 

 

  

Note: 
High grass is recommended to mow in 2-3 passes, depending on the height of the 
grass. 

 

WARNING: To avoid the destruction of the trimmer coil, do not strike 
the coil too hard. Determine the minimum required force of impact 
experimentally, gradually increasing it, starting with the smallest. 



 

Replacing the coil cord 
 

Do not use a cord with a diameter greater than recommended. Increasing the diameter of 
the fishing line leads to an overload of the engine and a reduction in the quality of mowing. 

 

To replace the cord, follow these steps: 

 

• Press on the two coil latch latches located on the side and remove the lid. 

• Remove the bobbin and spring. 

• Clean the spool from the remnants of the used cord. 

• Cut 5-6 meters of the new cord, fold it in half and fix the inflexion point of the cord 
in the spool in the same way as the used cord was fixed. 

• Wind the cord on the spool in two streams in one direction. If there is a separating 
rib in the spool, wind each stream in its channel. 

• Fix the ends of the cord, leaving 15-20cm free, in special slots of the spool, which 
will allow you to assemble the reel without unwinding the cord. 

• Insert the free ends of the cord into the holes of the coil cover install the spring, 
spool in the coil body, fix the cover. 

• With a sharp movement pull the ends of the cord out of the reel  by 1-2cm, so that 
the cord comes out of the slots of the spool and the spool moves to the working 
position. 

 

When the cord is correctly wound and the coil is assembled while the free ends of the cord 
are pulled out and the coil button is briefly pressed, the cord should be released 20-25mm. 

After refilling the cord, if necessary, cut off the excess free cord so that the ends have the 
same length of no more than 20cm. 

 
  



Cutting blade 
 

The trimmer is equipped with a 3-blade metal cutter. A metal blade is used to mow thick 
grass or weeds. To prevent kickback and destruction of the blade, do not use it to cut 
bushes or young trees. It is not recommended to work with the metal blade if the site has 
large irregularities, a bumpy surface, deep pits, or ditches, or near trees, shrubs, and hedges. 
If the blade touches a hard obstacle, the trimmer will be thrown to the side with the risk of 
injury. The collision of a rotating blade with stones and other extraneous hard objects in the 
grass, as a rule, leads to the ejection of their fragments in an unpredictable direction with 
great speed, which can lead to serious injuries. 

 

If you experience increased vibration on the blade during operation, immediately stop the 
engine and check the installation and integrity of the knife, otherwise, this may cause the 
trimmer to break. 

 

After work, clean the trimmer from the remnants of the mowed grass; especially carefully 
clean the wound grass from the blade axis. When cleaning the axle in some cases it is 
required to remove the blade. Note that the axle has a left-hand thread and when removing 
the blade, you must rotate the nut clockwise, locking the axle as indicated in the "Cutting 
blade installation" section of this manual above. 

 

  

WARNING: If the blade hits an obstacle, immediately stop the engine, 
and check the blade for damage. 

WARNING: To avoid unbalancing the cutter, it is not recommended 
to sharpen the blades in a domestic environment without special 
equipment. If the blade is blunt or the cutting edges are damaged, 
replace the cutter with a new one. 

WARNING: Never work with a blunt blade, or a blade that has cracks, 
chips, or different length blades. Never use a blade fixed with worn or 
damaged nuts or washers. A metal blade rotating with great frequency 
that spontaneously disconnects from the trimmer presents a serious 
hazard. 

 



 

 

 

 

 

Maintenance dates are for normal use only. Under extreme operating conditions (heavy 
dust, heavy loads) or longer daily work, the specified intervals should be reduced. The types 
of work performed, and the service time is shown in the table below. 

 

Clean or replace the foam air filter element every 10 hours of operation. The condition of the 
air filter is one of the basic conditions for reliable engine operation.  

Remove the air filter cover. Remove the air filter and wash it thoroughly, first in a soapy 
water solution, then in clean warm water. Dry the filter at room temperature; soak it with 2-3 
drops of engine oil before installing the filter (Fig. 29). 

 

 
 

 

 

             CLEANING & CARE 

Fig. 29 

Air filter cover 

Filter cap 

Air filter 

Air filter cover 

Air filter 

WARNING: All maintenance work on the trimmer, except for the items 
listed in these maintenance and operating instructions, must be 
performed by an authorised service centre. 

WARNING: All maintenance work is carried out with protective gloves 
on a cold engine. 



Types of maintenance work 
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Complete device 
Visual control X  X    

Cleaning  X     

Control levers Function control X  X    

Cord cutter 
Sharpening control X      

Sharpening      X 

Fuel filter 
Control    X   

Replacement     X X 

Fuel tank Cleaning    X   

Gearbox Grease Every 20 working hours/at least once per season 

Trimmer head 

Inspection X      

Replacement     X  

Landing control   X    

Air filter 
Cleaning  X    X 

Replacement     X X 

Cylinder cooling fins Cleaning  X    X 

Cooling holes engine Cleaning  X    X 

Spark plug 

Check the status of 
the electrodes    X  X 

Replacement     X 
100 

work 
hours 

Fastening screws/nuts 
Check X      

Pull up      X 

Spark arrester 
Control    X   

Replacement      X 

 

Regularly check the condition of the spark plugs. If dirt is found, clean the spark plug with a 
metal brush and check the gap between the electrodes. The gap should be 0.5-0.6mm. 

 

Cooling system 

 

If the cooling holes are contaminated with air for cleaning. Dirty ribs of the engine cylinder 
clean the cylinder fins regularly with a brush and/or compressed air. 



Exhaust pipe 
 

Periodically inspect the spark arrester of the engine, which is a metal grid located in the 
outlet of the muffler. A contaminated spark arrestor can adversely affect engine 
performance and mowing quality. If contamination is detected, clean the spark arrester with 
a brush. 

 

Gearbox 
 

At intervals indicated in the table of types of maintenance work, check for the presence of 
lubricant in the gearbox. Remove the bolt located on the side of the gearbox (Fig. 30). If 
necessary, add grease intended for gearboxes using a syringe or replace the grease by 
contacting an authorised service centre. 

 

 
 

Storage 
 
The trimmer should be stored in a dry, dust-free place. During storage, the device must be protected from 
precipitation. Do not expose the product to vapours of acids, alkalis, and other aggressive impurities. Store 
at an ambient temperature from 1 to 35°C, ensuring relative air humidity is not more than 80% at 
temperature 20°C. The device must not be accessible to children during storage.  

 

In case of a break in use for more than 30 days, the following actions should be taken:  

 

1. Drain the fuel residue from the fuel tank. 

2. Start the engine to remove residual fuel from the carburettor and fuel hoses. 

3. Clean the trimmer head, protective cover, and gearbox housing from grass residue. 

4. Unscrew the spark plug.  

Fig. 30 

WARNING: Remove the spark plugs on a cold engine. 



5. Fill the spark plug hole with 3-5ml of clean engine oil for two-stroke air-cooled engines. 

6. Slowly pull the starter cord several times so that the inner surfaces of the cylinder and piston 
are covered with oil. 

7. Install the piston in the upper position (pull the starter cord, keeping track of the position of the 
piston through the spark plug hole). 

8. Install the spark plug in place. 

 

Resumption of work after long-term storage 
 

1. Unscrew the spark plug. 

2. Turn the trimmer upside down and vigorously pull the starter cord several times to remove 
excess oil from the combustion chamber. Do not allow any oil to remain in the spark plug cap. 

3. If necessary, clean, rinse in clean petrol and dry the spark plug or install a new one. 

4. Prepare the trimmer for use. Fill the fuel tank with freshly prepared fuel mixture. 

 

Disposal 
 

 

This marking indicates that this appliance should not be disposed with 
other household wastes. To prevent possible harm to the environment or 
human health from uncontrolled waste disposal, recycle it responsibly to 
promote the sustainable reuse of material resources. 

 

  



 

 

 

 

Specification Value 

Engine type 2-stroke, air cooled 

Engine displacement, cm3 52 

Engine power, hp. 3 

Nylon thread mowing width, mm 420 

Nylon thread diameter, mm 3 

Disc mowing width, mm 255 

Fuel tank capacity, 1 1.2 

Noise level, dB 110 

Trimmer weight without fuel, kg 110 

Chainsaw guide bar length, mm 250 

Hedge cutter length, mm 400 

Chainsaw 

Chainsaw, mm 350 

Bar length, mm 300 

Cutting length, mm 250 

Oil tank volume, cm3 120 

Weight with empty tank, kg 8.8 

Hedge cutter 

Blade size, mm 400 

Distance between blades, mm 31 

Adjustment 12 positions from 120° to 270° 

 

  

       SPECIFICATIONS 



 

 

 

 

Malfunction Possible reason Remedy 

 
Engine does not 
start 

The ignition switch is in the "off" 
position. 

Turn the ignition switch to the "on" 
position. 

Empty fuel tank or airlock in the 
fuel line. 

Pour fresh fuel mixture into the fuel 
tank, bleed the fuel line with the 
primer until fuel appears inside the 
primer cap. 

Lack of fuel in the carburettor. Fully push the manual primer cap 
5-7 times. 

Carburettor pours fuel due to 
incorrect start order. 

Repeat the start-up procedure by 
setting the carburettor choke 
control lever to the open position. If 
necessary, unscrew the spark plug 
and dry it. 

Old or improperly prepared fuel 
mixture. 

Drain the fuel mixture from the fuel 
tank. Pour in fresh fuel mixture. 

Spark plug dirty or defective. Clean or replace the spark plug. 

Dirty air filter. Clean or replace the air filter. 

Clogged carburettor. Contact an authorised service 
centre. 

The engine is not 
gaining 
momentum. 

Dirty air filter. Clean or replace the air filter. 

Old or improperly prepared fuel 
mixture. 

Drain the fuel mixture from the fuel 
tank. Pour fresh fuel mixture. 

The work tool of the product is 
blocked by foreign objects. 

Stop the engine and clean the work 
tool. 

Smoky exhaust from 
the muffler. 

Incorrectly prepared fuel 
mixture. 

Drain the fuel mixture from the tank. 
Fill with fresh fuel mixture prepared 
by the recommendations of the oil 
manufacturer. 

 

  

        TROUBLESHOOTING 



 

 

 

 

  
Engine assembly with rod Grip 

  

Protective cover assembly with apron Coil with nylon thread 

 
 

3T-Blade Double shoulder belt 

  
Fuel tank Fastener kit and tool kit 

  

User guide Chainsaw 

  
Hedge cutter Trimmer spool 

 

 

        IN THE BOX 



 

 

 

 

 

 

 

 

 

 

 

 

Need more information? 
We hope that this user guide has given you 
the assistance needed for a simple set-up. 

For the most up-to-date guide for your product,  
as well as any additional assistance you may require,  

head online to help.kogan.com 

 

 

 

 

 


