


Box Contents
1 x Turbine Pump Unit
1 x Gun
1 x Gun Hose
1 x Tent t

If any of these items are missing, or arrive damaged, please contact the Kogan 
customer support team.

Warnings

Do not use this equipment before reading this warning section!
A fire or explosion hazard is present when spraying flammable materials. In order 
to assure safe operation of the spray system, please follow these instructions.

• Always spray in a well ventilated area.
• Always keep the turbine unit at the maximum hose length away.
• Always store indoors. Never allow the unit to freeze.
• Always use genuine replacement parts sourced from Kogan.com
• Never alter or modify any part of this equipment; doing so can cause 

equipment malfunction and/or bodily injury.
• Never attempt to clean any part of the unit while it is plugged in.
• To reduce the risk of electric shock, do not expose to water.
• Never leave spray equipment unattended.  Keep away from children or 

other persons not familiar with spray equipment.
• Do not operate unit with a damaged plug or cord.
• Do not pull or carry the unit by the cord.
• Keep away from heated surfaces.
• Before using the machine, please install the filter on the bottom of the 

machine. Please replace the filter material after 7 uses.
• When using the machine, do not work for more than 15 minutes at one 

time, as the motor may overheat.  If the motor does overheat, it will 
automatically shut-down and will not start up again until it has cooled 
down.

• Don't cover the air inlet of the machine with anything other than the filter.
• Do not block the gun during use, as it needs to push air out at all times. 
• After unit has been turned off and/or the gun has been disconnected from 

the hose, pressure will remain in the spray cup. If the trigger is pulled, a 
stream of fluid will still flow. To prevent accidents, turn the trigger screw 
clockwise until it is fully closed, locking the trigger in the closed position.

Note: it is not necessary to empty and clean the spray gun when you pause 
between applications. Be sure to clean the spray gun thoroughly at the end of 
the work session, as it is a bad idea to leave solution in the spray gun overnight. 





Testing and adjusting the system
Now that the system is assembled, it is ready to test and adjust in preparation for
the first use.  t

• To begin with, remove the bottle from the gun and fill it with clean water, 
then reattach it.

• Turn both the fan and fluid adjusters all the way in (clockwise), then turn 
the pump on.

• Aim the gun towards a sink, towel or other receptacle to collect the water, 
and pull the trigger. When the gun is triggered and the water and air is 
flowing, you can twist the fluid adjustment knob to the left (counter-
clockwise) to increase the trigger travel for the optimum flow of material.
Note: the optimum adjustment will normally be one or two turns out. 
Adjusting it all the way in will usually prevent any trigger movement and 
prevent the flow of material from the gun.

• When adjusting the gun, note that turning the fluid control counter-
clockwise past the point of maximum trigger movement will allow the knob
assembly to thread completely out of the gun body.
You should avoid this, but if it does happen, simply press the knob 
assembly back in against the spring pressure, align the threads and turn 
clockwise to a normal adjustment position.

• Once you begin applying the tanning solution with the gun, you should be 
able to find the optimum control adjustments for your specific combination
to suit your specific preferences and application technique.
Note: As above, this setting should be only one or two turns out. All of the 
way in produces a round pattern, two or three turns out will produce a tall, 
oval pattern.
You can test this by spraying on paper as you make your final adjustments.

Client information
Before your client comes in for a tanning service, they should be aware that:

• They should shower and exfoliate to eliminate the dead surface skin that is 
ready to slough. 

• If possible, apply nail polish or a clear to  prevent the possibility of the nails 
becoming discoloured by the solution. 

• Wear loose fitting clothes to the session so that upon leaving, the clothing 
is less likely to scuff off the product and treated skin surface. 

• Apply no lotions, creams, make-up or other products to the skin or 
jewellery which could block the tanning solution from penetrating or cause 
an uneven application or streaking.  

• Wear an old, dark coloured bathing suit or undergarments planning ahead 
as to where they want their tan lines - if any.  

• Make them aware that it is slightly possible that the garments they wear 
during the application, and those they wear home could  become stained 
by the tanning solution depending on the type of fabric - especially if white
or light coloured natural fibres.

• All garments should be washed upon returning home.  
• Its generally best for long hair, especially blonde hair, to be tied up away 

from the face and neck to allow ready access and an even application. 
• The client needs to plan ahead to not bathe, swim or otherwise get wet for 

12 hours after the application. They should also avoid light coloured 
clothing or sitting on light coloured or leather furniture for several hours, 
especially if perspiring or in humid climates, as this could transfer the still-
active solution to materials and discolour them. 



• After the 12 hours, when they again bathe or shower, they may notice some
colour washing off - this is merely the excess. Its normal, and will still leave 
them with a deep tan.  

• Their new tan will begin to fade over the next few days, but the fading can 
be slowed if they will moisturise regularly. The tan is only on the uppermost
dead skin layer, which is perpetually being sloughed off. 

• Keeping the skin moisturised and not exfoliating will slow this process, 
which could extend their tan to perhaps 10 or more days. 

• To achieve the darkest, longest-lasting tan, the client should be tanned 
again within 2 or 3 days of the first application, then every week or two 
thereafter. 

• Also using a Tan Extender product between applications will give the 
tanned skin a darker and more even appearance.

Pre-Spray Checklist
We recommend that you have the following minimum items in place before you 
begin to spray:

Proper ventilation
To minimise the effects of any over-spray a good airflow and an extraction 
system should be used. Two extractor fans mounted at knee level on either side 
of the body is ideal. t

Over-spray protection
The supplied portable tent which can be washed down periodically should be 
used.

Lighting 
It is essential to have good lighting. Bulbs that replicate natural daylight and 
mounted from above and below is recommended. 

Accessories
Ensure that you have your spray tanning accessories within easy reach. Some 
accessories may include: a small sink, q-tips, latex sponges, hand towels, barrier 
cream, rubber gloves, masks, moisturiser, wet-wipes and cornstarch/babypowder.

Application Process
Once the client is ready, put on your latex gloves and test the gun is working 
correctly by spraying a small quantity into a waste basket or sink.

• With the client standing in the tent facing you, begin by having them close 
their eyes and tilt their head back slightly. Begin spraying the face with a 
light coat before moving down the neck to the chest.  If starting with the 
face makes your client uncomfortable, reverse this first step and start with 
the chest.

• Once this area is complete, you can spray the stomach evenly.
• At this point you can continue down the front of the legs to the feet, or you

can have the client turn so you can complete the upper body.
• When spraying the legs, have the client place one foot out to allow you to 

spray the inside of the leg. Alternate the outstretched foot to allow 
application to all parts of the legs.



• Have the client turn for access to the side, outside and inside of the arm 
and side of the neck.  Have them keep turning in the same direction to do 
their back.

• Continue down the back of the legs.  Where necessary, have the client 
bend or stretch to eliminate folds or creases under the buttocks, breasts or 
other areas necessary to allow an even application.

• Once you are confident that you have covered all areas of the client (face, 
chest, stomach, back, arms and legs) it is generally a good idea to apply an
additional spray to the face.

• Have the client turn so you can examine all areas for sparse or excess 
coverage.  If the solution is running, you should blot it with a towel and 
spray a small amount to even out the application.

• Once you are confident that you have an even application, you can go over 
the client again without triggering the gun – the dry air from the gun will 
accelerate the drying process.  The client should then avoid lowering their 
arms against their sides or pressing their thighs together until thoroughly 
dry.

Tip: if the client feels any stickiness, you may use a fat makeup brush dripped in 
'cornstarch based' baby powder to lightly dab the sticky areas. (Do NOT use 
talcum powder!) t

After Use
When you have done all the tanning for the day, rinse the gun fluid cup with clear
water, then pour in about 2 or 3 ounces of cleaning fluid into the cup and spray 
that through the gun into a sink or other receptacle until you are confident that 
all of the solution has been washed from the gun.
Next, examine the front nozzle of the gun to ensure that there is no build-up of 
product that could obstruct or diminish the fine atomisation of product on the 
next use. If necessary, clean the nozzle with the cleaning solution and a small 
brush such as a tooth brush or nail brush. 
Next, remove the fluid cup, and spray until only dry air comes from the gun. Wipe
off the outside of the gun, rinse out the fluid cup, and you are now done with the 
gun for the day.  

Finally, check the intake air filter on the turbine air pump to make certain that it is
free of lint, hair, tanning solution residue or other obstructions that could choke 
the free flow of air into the pump.
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