INSTRUCTION
Thank you for choosing our product. Please read this manual carefully before assembling or using the
product, to avoid damage caused by improper use. If the product is passed on to third parties, this manual
has to be passed on along with the product.
WARNING:
Below are the important safety instructions. Please follow all instructions, since incorrect
installation can lead to severe injury:
– before installing the drive, remove any unnecessary cords or components and disable any
equipment not needed for powered operation;
– that the characteristics of the driven part must be compatible with rated operating time ,less
than 2min;
– 70mm tube diameter needed to insert tubular drives;
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PARTS LIST:
NO.
PHOTOES

PARTS NAME

QUANTITY

1

Gear Box

1PC

2

Wall Bracket

2PCS

3

Square Shaft

1PC

4

Round Shaft

1PC

5

Roller Tube

2PCS

6

Roller Tube Connector

1PC

Arm

2 or 3 PCS
(2 arms for 2-3.5m
model; 3 arms for 4m
model)

8

Front Bar Hinged Support

2 or 3 PCS
(2-3.5m model needs 2
pcs; 4m model needs 3
pcs)

9

Front Bar End Cap

2PCS

10

Front Bar

2PCS

11

Front Bar Connector

1PC

12

10x100 Expansion Screw

4PCS

13

5x16 screws for connector

12PCS
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14

10x13 Bolts for Arms

4PCS

15

6x12 Bolts for round shaft

2PCS

16

Round shaft fixed part

1PCS

How to assemble the awning:
Before assembling the awning, please wear gloves to avoid injuries. As the awning parts are heavy and
have some sharp angles.
STEP 1: Installation of the roller tube.
Insert roller tube connector to roller tube. Tighten them with 5x16 screws (part 13).
Attention: There are some sharp angles here. While you insert the roller tube connector, please be
slower and more careful.

STEP 2: Installation of the front bar.
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Insert front bar connector to front bar. Tighten them with 5x16 screws (part 13).
Attention: There are some sharp edges here. While you insert the roller tube connector, please be
slower and more careful.

STEP 3: Install the fabric.
There are 3 pcs of small black fabric tubes in the package. Please insert the 3 fabric tubes to the fabric first.
There should be 3 places in the fabric for the fabric tubes.

After that, put one end of the fabric into the roller tube, while the other end into front bar like the picture below.
Finally, please roll the roller tube clockwise. The fabric must be on the upper side of the roller tube.
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STEP 4: Installation of roller tube into wall bracket
Please find out the round shaft (part 4) and square shaft (part 3). They look quite similar. The only
difference is the shaft shape. One is round and the other is square.
(a.) Install the round shaft on the right hand side of roller tube (you are facing to the roller tube)

(b.) Install the square shaft on the left hand side of the roller tube.
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(c.) Install the gear box into the left wall bracket

(d.) Install round shaft into the right wall bracket, and square shaft into the gear box hole.
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STEP 5: Installation of arms.
Attention: You will find the arms are fastened with string. Please DON’T release the string before you finish
installing the awning onto the wall. If not, it will be hard to install the awning. What is worse, you will hurt
yourself by the arms.
(a.) There are two jock bolts hole for each arm. Please fix the arms on bracket with 10x13
Bolts.
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Attention: Awning angle adjustment
There are three holes to adjust the awning angle. Each hole has difference awning angle. Therefore, you
need to choose the angle you want and assemble the arm into the right hole. Normally, the middle hole
(15°) should be suitable.
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(b.) Fix the arms on front bar
Find out the front bar hinged support: Awning length 2m-3.5m, 2 pcs are needed.
Awning length 4m, 3 pcs are needed.

NOTE: If you purchase the tubular motor, and need to install the motor to the awning, please follow
the steps below:
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STEP 5: Install the awning on the wall.
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STEP 6: Adjust the arms (Very important)
How to adjust the arms so that the following problems won’t happen?
1- Arms are not on the same level
2- One side of fabric is longer than the other side
3- Fabric is not tight.
Below are the instructions for how to fix the above problems:
After you install the whole awning onto the wall, you can release the arms string, and try to open/close the
awning by hand crank. However, if you encounter the problems we mentioned just now, you will need to
close the awning first. After that,
(a) Loosen the front bar hinged support screw for a little bit.
(b) Move the front bar left or right until it is aligned with the roller tube
(c) Tighten the hinged support screw.
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After that, you could open the awning and check if there is still any issue.

NOTE：
The tubular motor can only work for about 2 minutes continuously.
WARNING:
If it is necessary to take precautions during user maintenance, appropriate details shall be given.
If the supply cord is damaged, it must be replaced by the manufacture, its service agent or similarly qualified
persons in order to avoid a hazard.
WARNING: Important safety instructions. It is important for the persons to follow these instructions. Save
these instructions.
– Frequently examine the installation of imbalance and signs of wear or damage to cables and
springs. Do not use if repair or adjustment is necessary.
– Details on how to use the manual release.
The instructions for awnings shall state the substance of the following:
Do not operate the awning when maintenance, such as window cleaning, is being carried out in the vicinity.
The instructions for automatically controlled awnings shall state the substance of the following:
Disconnect the awning from the supply when maintenance, such as window cleaning, is being carried out in
the vicinity.
WARNING: Important safety instructions. Follow all in instructions, since incorrect installation can lead to
severe injury.
The installation instruction shall state the substance of the following:
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–

Before installing the drive, remove any unnecessary cords and disable any equipment not needed
for powered operation.

–

Install the actuating member of a manual release at a height less than 1.8m

–

That the actuating member of a biased-off switch is to be located within direct sight of the driven part
but away from moving parts. It is to be installed at a minimum height of 1.5m.

–

Information if the drive is intended to be installed at a height of at least 2.5m above floor level or
other access level.

The installation instructions for awnings shall state that a horizontal distance of at least 0.4m is to be
maintained between the fully unrolled driven part and any permanent object.
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