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Carefully read these instructions before using the product.
Important Notice

Before using this product, first remove 
the heated bed fixing screws and 
printing module fixers (Packaging 
Supports x2 and Tapes x3). When the 
printer starts, any fastener that is not 
removed will cause damage. 

Before installing the Filament Cartridge, remove the 
locker. After installing the cartridge, place and push 
to click the locker into the slot.
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Do not recalibrate the heated bed.This product was 
calibrated before being shipped from the factory and 
any improper adjustment will impact print quality. If the 
printed object looks like the image on the right, refer to 
“Heated Bed Adjustment Instructions” on page 6 and 
contact service personnel before continuing opera-
tions.

Connect a PC to the printer using a USB cable. After 
connection, start XYZware. Following the proper operating 
procedure improves print quality.

5 If the PC is running on Mac OS or Win 8 / 8.1, please refer the official XYZprinting website to learn 
about the proper installation method and download the latest software. 
Visit http://support.xyzprinting.com/downloads for detailed support information.

8 The optimal room temperature for printing is 15-32 ℃ (60-90 ℉). If the room temperature is 
higher or lower it may impact print quality.

9 If you need more detailed technical support and program resources, visit the website: 
http://support.xyzprinting.com

6 It is highly recommended that users make use of XYZware to register their 
products online when using it for the first time. The latest technical and 
support files can be obtained via online registration. Refer to the operating 
screen on the right.

7 Before pressing Print on XYZware, preview 
from the software then apply the glue stick 
evenly to the area of the heated bed that 
corresponds to the object print size for 
better print results. After printing and 
removing the object, wipe down the heated 
bed with a damp cloth.


